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SUMMARY 
Initial experimental results with thick-oxide-coated wire brush cathodes 
have yielded thrustor operating lifetimes in excess of 1000 hours. 
centimeter-diameter cathode operated in a 5-centimeter thrustor for 1553 hours, 
and a 1-centimeter-diameter cathode operated for 3903 hours in a 7.5-centimeter- 
diameter thrustor simulator. Another nominal 1-centimeter-diameter cathode op- 
erated 1250 hours in a 20-centimeter-diameter thrustor. The radial wires in the 
brush design provided thermal and electrical conduction paths and reduced arc 
damage significantly. Each brush cathode at failure contained one-third or more 
of the original quantity of oxide. 
able when present failure mechanisms are fully understood and corrective meas- 
ures are applied. 
A 0.5- 
Greater cathode lifetimes should be attain- 
INTRODUCTION 
Cathode types reported previously (refs. 1 and 2) for use in the mercury 
electron-bombardment thrustor have not demonstrated a capability to attain the 
5 000- to 10 000-hour lifetimes required for space missions. These cathodes 
failed because of excessive surface erosion due to ion-bombardment sputtering. 
Arcing in the discharge chamber and nonuniform temperature at the surface of the 
cathode also contributed to the deterioration of these units. 
A wire brush cathode was designed to allow thicker oxide coatings to be 
utilized. The twisted wires on the axis of the spiral brush were used to carry 
the heating current, and the radial bristles were used to support mechanically 
the oxide and to provide direct thermal and electrical conduction from the 
heater wire. 
herein. 
of cathodes because of the lengthy nature of the tests, the preliminary results 
are considered to be of sufficient interest to electric propulsion technology 
to warrent early dissemination. 
The design and operation of this type of cathode is described 
Althorgh the investigation to date has been limited to a small number 
Ion thrustors employing 5- and 20-centimeter-diameter electron-bombardment 
ion sources were used in this study as was a 7.5-centimeter-diameter simulated 
thrustor .  
i n  references 3 and 4, respectively.  
General descr ipt ions of t h e  ion t h r u s t o r s  and t h e  simulator are given 
- 
APPARATUS AND PROCEDURE 
Cathodes 
Design. - The thick-oxide-layer cathode of reference 2 with a 0.1- 
centimeter coating had l i f e t i m e s  of several  thousand hours i n  a simulated 
thrustor .  Based on t h e  erosion r a t e s  given i n  reference 2, an oxide thickness 
of about 0.5 centimeter would be required f o r  a 10 000-hour l i f e .  To permit t h e  
buildup of such a th ick  oxide l a y e r  with adequate mechanical support and t o  pro- 
vide b e t t e r  thermal and e l e c t r i c a l  conduction through the  oxide layer ,  a con- 
f igura t ion  w a s  conceived i n  which t h i n  wires a r e  attached t o  a heavier center  
w i r e  i n  t h e  manner of a r a d i a l  wire brush. The length of t h e  brush i s  deter-  
mined by t h e  emission desired,  with t y p i c a l  emission current d e n s i t i e s  of up t o  
1 ampere per square centimeter. The cathode s i z e s  used i n  t h e  various ion 
chambers as well as t h e  mater ia l  used t o  f a b r i c a t e  t h e  brushes are given i n  
t a b l e  I. 
I n  addition t o  being a thermal and e l e c t r i c a l  conductor, the  brush material 
must possess adequate mechanical s t rength at  cathode operating temperatures 
("1200° K)  and must be chemically compatible with the  oxide coating. Previous 
tests have shown both tantalum and tungsten t o  be s u i t a b l e ,  with tantalum nor- 
mally used t o  avoid embrittlement problems. 
a l l o y  has been used f o r  t h e  hea ter  wires t o  provide addi t iona l  mechanical 
s t rength.  The wire s t rength determines t h e  minimum p r a c t i c a l  hea te r  wire s i z e ,  
while the maximum size depends on hea ter  current a v a i l a b i l i t y .  The b r i s t l e s  
must be closely packed t o  hold t h e  oxide f i rmly and t o  provide the  necessary 
thermal and e l e c t r i c a l  conduction paths. The b r i s t l e  densi ty  a t  t h e  surface of 
t h e  1-centimeter-diameter cathode used herein i s  about 400 brist les per square 
centimeter. ,Newly fabr ica ted  brushes were normally "combed" t o  provide a uni- 
formly spaced array of b r i s t l e s .  I n  general ,  t h e  r a t i o  of twisted heater  wire 
t o  b r i s t l e  w i r e  diameter should be between 5 and 10 t o  hold t h e  brist les t i g h t l y .  
The minimum b r i s t l e  wire diameter t h a t  could conveniently be fabr ica ted  from 
tantalum and tungsten was 0.004 centimeter. 
A 10-percent tungsten - tantalum 
Brush coating. - Figure 1 shows a 1-centimeter-diameter, 10-centimeter-long 
tantalum brush. Each b r i s t l e  has a 0.008-centimeter diameter, and each of t h e  
four  twisted wires has a 0.05-centimeter diameter. H a l f  of t h e  brush has been 
coated with Radio Mix No. 3 powder (57  percent barium carbonate (BaC03) , 42 per- 
cent strontium carbonate (SrC03) , and 1 percent calcium carbonate ( C a C O 3 )  ). The 
coating was put on t h e  brush as a water slurry i n  repeated s teps  t o  f i l l  voids 
t h a t  developed during drying periods. One percent of a wetting agent (aerosol- 
DT) w a s  added t o  t h e  water s l u r r y  t o  enable t h e  water t o  b e t t e r  w e t  t h e  carbon- 
ate powders. 
Cathode act ivat ion.  - The coated brush w a s  mounted between heavy copper 
leads  and placed i n  a thrustor .  The cathode was heated i n  s teps  t o  approxi- 
mately 14000 K and maintained at  t h a t  temperature f o r  5 minutes without e lectron 
emission. During t h i s  heating period t h e  carbonates were converted t o  oxides 
2 
with %he release of carbon dioxide. 
tween the bristles and were observed to have approximately 100' K higher temper- 
atures than surrounding areas. No effort was made to refill these cracks. 
Cracks developed in the oxide coating be- 
Cathode temperatures were measured with a calibrated optical pyrometer. 
was assumed that the cathode was a blackbody and that negligible losses oc- 
curred in transmission through a glass window. 
It 
The emission from the brush cathode after the low initial heating and final 
activation was achieved by exposure to the ion chamber discharge. 
process of ion bombardment of the cathode surface (ref. 2) or  an electrolysis 
of the oxide by drawing emission current (ref. 5) f u l l y  activated the cathode in 
5 to 60 minutes. 
Either a 
Thrustors 
Figure 2(a) shows the 5-centimeter-diameter discharge chamber used in the 
Mercury was supplied by 
tests. The 0.5-centimeter-diameter brush cathode was mounted across two copper 
leads protruding through the radial flow distributor. 
a steam-heated vaporizer. The 5-centimeter-diameter thrustor was operated in a 
20-inch-diameter bell jar connected to a 5-foot-diameter by 15-foot-long vacuum 
tank. 
erence 3. 
Further details of a similar thrustor of this size may be found in ref- 
Figure 2(b) presents the 7.5-centimeter-diameter discharge chamber, which 
is denoted as the simulated ion thrustor in references 2 and 3. The 1.0- 
centimeter-diameter by 5-centimeter-long brush cathode was bent into a roughly 
circular shape m d  mounted from two parallel copper leads extending through the 
radial flow distributor. A single screen grid (50-percent blockage) was used 
because no high voltage was applied to extract a beam from the discharge cham- 
ber. 
Figure 2( c) shows the discharge chamber of the 20-centimeter-diameter 
thrustor. 
mounted along the centerline of the discharge chamber. The parallel mounting 
rods were copper clad with alumina tubing. The changes in the flow distributor 
and cathode were the only changes made in this thrustor as compared to that re- 
ported in reference 4. 
bell jar connected to a 5-foot-diameter by 15-foot-long vacuum tank by a 36-inch- 
diameter gate valve. 
The 1.0-centimeter-diameter by 10-centimeter-long brush cathode was 
The thrustor was operated in a 40-inch-diameter metal 
RESULTS 
5-Centimeter-Diameter Thrustor 
A single brush cathode was endurance tested for 1553 hours in the 
5-centimeter-diameter thrustor. During this period the thrustor was shut down 
and restarted deliberately 54 times without removal from the vacuum chamber. 
The operating parameters are listed in table 11. 
tained between 0.015 and 0.020 ampere of beam current by adjusting the cathode 
The thrustor output was main- 
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heating power t o  give an emission of 0 .2  t o  0.4 ampere. 
u t i l i z a t i o n  eff ic iency w a s  chosen f o r  g r e a t e r  dependabili ty of operation and to '  
minimize t h e  power-to-thrust r a t i o .  The l o s s e s  of propellant were considered 
acceptable i n  view of t h e  an t ic ipa ted  use as a s a t e l l i t e  s t a t i o n  keeping or at- 
t i t u d e  control thrustor .  The s t rength and divergence of t h e  magnetic f i e l d  w a s  
experimentally selected t o  minimize discharge chamber loss per beam ion. 
m a l  operating range f o r  t h e  discharge voltage was 20 t o  50 vol ts .  
value of 35 v o l t s  was a compromise between a lower cathode sput ter ing r a t e  a t  a 
lower voltage and a lower discharge chamber l o s s  per beam ion a t  a somewhat 
higher voltage. 
The low propellant 
A nor- 
The f i n a l  
There were no high-voltage breakdowns except f o r  several  t h a t  occurred 
i n  t h e  i n i t i a l  hour of operation with t h e  new cathode. 
voltage arcs  i n  the  discharge chamber, even a f t e r  t h e  high voltage breakdown. 
During operation with the  thick-oxide-layer cathodes invest igated previously 
(ref. 2 ) ,  des t ruc t ive  arcing between t h e  oxide cathode and t h e  anode (of ten  pre- 
c i p i t a t e d  by a high-voltage breakdown) was noted frequently. 
There were no low 
The discharge i n  the  chamber w a s  l o s t  f o r  various reasons on t h e  average of 
once every 50 hours. 
t o  a steam pressure drop a t  t h e  propellant vaporizer, ( 2 )  l i q u i d  nitrogen flow 
stoppage t o  cold b a f f l e s ,  which resu l ted  i n  a vacuum tank pressure r i s e  t h a t  
temporarily poisoned the  cathode, and (3) f luc tua t ions  i n  t h e  e l e c t r i c  power 
supplies.  I n  a l l  cases, the  discharge w a s  r e s t a r t e d  a f t e r  re turning t o  normal 
conditions of cathode heating power and discharge voltage by lowering and rais- 
ing  t h e  magnetic f i e l d  strength.  It was a lso  possible  t o  start  t h e  discharge at  
a constant magnetic f i e l d  s t rength  by r a i s i n g  the  discharge voltage t o  approxi- 
mately 50 vol t s .  
Typical reasons were (1) lowering the  propellant flow due 
Figure 3 presents the  cathode heating power as a function of operating 
time. 
5-centimeter-diameter thrustor .  
t h e  beam current increased with operating time. 
t i o n s )  was very slow u n t i l  800 hours. 
beam current meter. The operator assumed t h e  f a l s e l y  low reading t o  be a f a l l -  
o f f  i n  beam current and adjusted t h e  cathode heating power upward t o  a 150- 
percent increase f o r  15 hours. When t h e  meter e r r o r  was discovered, t h e  t h r u s t -  
or operation was returned t o  normal with t h e  cathode heating power at  i t s  pre- 
vious value. From t h i s  point ,  however, t h e r e  began an increase i n  heating power 
t o  a new l e v e l  or plateau of about 22 w a t t s .  
f e c t  of t h i s  15-hour over-power period on t h e  cathode l i f e t i m e ,  but a calcula- 
t i o n  of evaporation rates indica tes  one-seventh of t h e  t o t a l  oxides present on 
t h e  cathode should have evaporated during t h i s  time. 
cathode operating temperature evaporation occurs so slowly t h a t  over lo5 hours 
would be required t o  evaporate all of t h e  oxides present. 
Figure 3(a) i s  f o r  the  0.5-centimeter brush cathode used i n  t h e  
The cathode heating power required t o  m a i n t a i n  
The increase (with minor var ia-  
A t  t h i s  t i m e  an  e r r o r  developed i n  t h e  
It i s  d i f f i c u l t  t o  assess t h e  e f -  
I n  cont ras t ,  at  normal 
After 1551 hours, there  w a s  a l a r g e  pressure excursion i n  t h e  vacuum f a c i l -  
i t y  t o  the 10-4 millimeter of mercury range. Although emission w a s  reestab- 
l i s h e d  a f t e r  t h i s  excursion, one of t h e  two cathode hea ter  wires w a s  broken, and 
t h e  o ther  f a i l e d  a f t e r  2 hours of operation. There w a s  l i t t l e  erosion of t h e  
hea ter  wires, and the  f a i l u r e  was i n  a port ion w e l l  protected from d i r e c t  ion 
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bombardment. The f a i l u r e  was thus f e l t  t o  be from embrittlement, perhaps from i 
* t h e  gases absorbed i n  t h e  pressure excursion. 
7.5-Centimeter-Diameter Simulated Thrustor 
The f i rs t  brush cathode fabricated (table I, l i n e  2 )  was endurance t e s t e d  
f o r  3903 hours i n  t h e  7.5-centimeter-diameter simulated ion thrus tor .  The t e s t  
was conducted without in te r rupt ion  of t h e  b e l l  jar vacuum or t h e  e l e c t r i c a l  ser-  
vices  t o  the  simulated thrustor .  
t a b l e  11. There were no arcs  nor destruct ive damage t o  the  cathode. The cath- 
ode emission b r i e f l y  dropped off  t o  near zero, o r  w a s  out completely, on t h e  
average of once every 250 hours. The losses  of emission were caused e n t i r e l y  
by l i q u i d  nitrogen flow stoppage t o  the cold baffle surrounding t h e  simulated 
thrus tor .  The b e l l  jar had a much smaller pumping capacity than t h e  5-foot- 
diameter tank and was more sens i t ive  t o  changes i n  the  cold b a f f l e  temperature 
and t h e  r e s u l t i n g  re lease  of condensed vapors tha t  may chemically a t t a c k  the 
cathode. 
The operating parameters are l i s t e d  i n  
Figure 3(b) shows the  cathode heating power as a function of operating time 
f o r  t h e  1-centimeter-diameter brush i n  t h e  7.5-centimeter-diameter simulated ion 
thrustor .  
60 watts, diminished t o  45 w a t t s  a t  900 hours, and then increased t o  54 watts at  
1000 hours. A t  1900 hours t h e  b e l l  jar pressure increased because of l i q u i d  
nitrogen b a f f l e  t rouble ,  and subsequently, the  cathode heating power increased 
t o  100 w a t t s  a t  2900 hours. The s t e p  changes of the  cathode heating power al- 
ways followed an inadvertent warming of the l i q u i d  nitrogen baffle.  Gases re- 
leased from t h e  warmed b a f f l e  probably caused poisoning of the cathode. 
2900 hours a severe l i q u i d  nitrogen stoppage occurred, and a subsequent power 
increase t o  110 watts w a s  necessary. 
The heating required t o  main ta in  4-ampere emission s t a r t e d  at 
A t  
After t h e  f i rs t  several  hundred hours, t h e  b r i s t l e s  of t h e  brush seemed t o  
protrude about 1 millimeter above the surface of t h e  oxide coating. This pro- 
t rus ion  would seem t o  ind ica te  a rap id  i n i t i a l  s in te r ing  or erosion of the  ox- 
ide.  A t  approximately 2500 t o  3000 hours, the  b r i s t l e s  no longer protruded as 
far. The b r i s t l e s  a t  some areas near t h e  cathode middle seem t o  be f lush  with 
t h e  surface,  while other  areas near t h e  brush end had b r i s t l e s  protruding per- 
haps 0 .5  millimeter. A t  2000 hours the  cathode surface was noted t o  have a 
dark deposit  t h a t  probably had b u i l t  up slowly. 
bu i ld  up and was very heavy at t h e  end of the  run. 
a t  3000 hours had shrunk no more than 20 percent ( t o  "0 .8  cm). 
and 3903 hours t h e  cathode heater  res is tance increased 25 percent, and a t  3903 
hours there  w a s  an abrupt break i n  t h e  heater wires. 
This dark deposit  continued t o  
The diameter of t h e  cathode 
Between 3898 
20-Centimeter-Diameter Thrustor 
A 1-centimeter-diameter brush cathode has been endurance t e s t e d  1250 hours 
i n  a 20-centimeter-diameter thrustor .  
one exception when t h e  tank pressure increased t o  lom3 t o r r  before a minor leak 
w a s  f ixed. 
m a l )  value only twice during the  1250 hours of operation f o r  reasons similar t o  
The t h r u s t o r  was r u n  continuously with 
The emission of the cathode f e l l  b r i e f l y  t o  a low (5 percent of nor- 
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those previously mentioned f o r  t h e  5-centimeter-diameter thrustor .  Some 27,3 
high-voltage breakdowns occurred during t h e  1250-hour run. These breakdowns 
occurred with decreasing frequency ( s i x  during t h e  last 200 h r ) .  The t h r u s t o r  
operating parameters are l i s t e d  i n  t a b l e  11. The choice of discharge voltage 
and current w a s  again d ic ta ted  by a compromise between low cathode sput te r ing  
(low discharge voltage) and e f f i c i e n t  discharge chamber operation (moderate 
discharge vol tage) .  
was necessary t o  give a propellant u t i l i z a t i o n  eff ic iency of 0.9.  
A decreasing with t i m e  emission current  of 8 t o  4 amperes 
Figure 3 ( c )  i s  a p lo t  of cathode heating power as a function of operating 
time. The i n i t i a l  heating was about 75 watts, which continued u n t i l  300 hours. 
After  t h i s  t i m e  t h e  heating power showed a steady increase u n t i l  450 hours, at 
which time t h e  r a t e  of power increase lessened. The minor tank l e a k  occurred 
a t  750 hours, but no adverse e f f e c t s  on t h e  cathode were evident i n  the  data. 
When heating power had increased t o  240 w a t t s  a t  1100 hours, t h e  discharge vol t -  
age was increased gradually t o  48 v o l t s  t o  maintain a constant beam current 
r a t h e r  than endangering a burnout of t h e  cathode heater.  
t e d  a t  1250 hours t o  allow inspection and measurements of t h e  cathode. 
The t e s t  was termina- 
The cathode used i n  t h e  20-centimeter-diameter t h r u s t o r  had been modified 
t o  reduce t h e  diameter. The brush w a s  pul led through a s m a l l  hole  which bent 
t h e  brist les over i n  a chevron shape. I n  t h i s  condition t h e  cathode held about 
50 percent of  t h e  normal quantity of oxide. After t h e  run, t h e  cathode was es- 
timated t o  contain one-third of t h e  o r i g i n a l  oxide. 
cathode surface,  all the  v i s i b l e  oxide w a s  covered by a dark deposit .  White 
oxide w a s  noticeable within t h e  b r i s t l e s  however, when the  cathode w a s  viewed 
i n  a d i rec t ion  p a r a l l e l  t o  t h e  wires. 
toward the  end of t h e  t e s t  (desp i te  t h e  considerable amount of oxide remaining) 
ind ica tes  t h a t  bending the  b r i s t l e s  over i s  not a des i rab le  modification. 
When viewed normal t o  the  
The increased heater  power required 
DISCUSSION 
There were several  general  observations t h a t  seemed t o  apply t o  all t h e  
brush cathodes tes ted .  F i r s t  of all, t h e r e  was no apparent loss of emissive 
(oxides) by material f a l l i n g  off  t h e  brush, which w a s  t h e  usual r e s u l t  of a r c  
damage on the  previously invest igated thick-oxide-layer cathodes. During t h e  
t e s t s ,  t h e  bottom of t h e  anode chamber was constantly observed f o r  f l e c k s  of 
cathode material ,  but none were seen. Second, c e r t a i n  areas or regions of t h e  
brush cathode would glow h o t t e r  than normal f o r  periods of seconds t o  several  
minutes. 
which caused jou le  heating of t h i s  area. 
cathode t o  have pulsing hot areas than t h e  thick-oxide-layer cathode of r e f e r -  
ence 2. When t h e  brush did exhibi t  pulsing, t h i s  pulsing would randomly cycle 
off  and on f o r  several  hours and then be quie t  f o r  periods of several  hundred 
hours. These pulsing hot areas  should be dis t inguished from t h e  s teady-s ta te  
hot  cracks and normal temperature gradients  t h a t  continuously ex is ted  i n  t h e  
cathode. Final ly ,  there  w a s  much less discharge chamber arcing when the  brush 
cathode was used as compared t o  t h e  thick-oxide-layer cathode of reference 2. 
I n  f a c t ,  the problem of cathode damage, due t o  low-voltage discharge chamber 
arcing,  seemed t o  be eliminated when a brush cathode w a s  used i n  a t h r u s t o r  with 
a diameter of 20 centimeters o r  l e s s .  
This behavior w a s  probably t h e  r e s u l t  of l o c a l l y  higher emission, 
There was l e s s  tendency f o r  t h e  brush 
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The a b i l i t y  of t he  brush cathode t o  r e s i s t  a r c  damage may l i e  i n  i t s  con- 
Each b r i s t l e  i s  a good thermal and e l e c t r i c a l  contact t o  t h e  heavy -s t ru&ion.  
cen t r a l  twis ted  wires. 
necessary t o  i n i t i a t e  an a rc  spot on t h e  cathode surface were suppressed. I n  
addi t ion,  t h e  oxide erodes f a s t e r  than the  b r i s t l e s ,  which then protrude above 
t h e  surface and pro tec t  the  surface from ion bombardment. The tantalum b r i s t l e s  
a r e  much more durable and r e s i s t a n t  t o  a rc  damage than t h e  powdery oxide coat- 
ings. 
Thus, any voltage o r  thermal. gradients  tha t  might be 
Due t o  t h e  nonuniform temperature d i s t r ibu t ion  i n  the cathode (e. g. , hot 
cracks and local hot areas), it i s  possible  t h a t  loca t ions  of high e lec t ron  
emission occurred. It i s  d i f f i c u l t  t o  reach conclusions on emission dens i t i e s  
from temperature measurements alone, as emission depends on temperature, surface 
work funct ion,  and depth of ac t iva t ion  o r  conditioning. Conditioning can be a 
constant ly  changing property depending on loca l  ion  bombardment, heating, chem- 
i c a l  a t t ack ,  or surface condensation of sputtered material .  
The previously noted ca lcu la t ion  on evaporation rate ind ica tes  a negl i -  
g i b l e  amount of evaporation (corresponding t o  a 105-hr l i f e t ime)  a t  normal oper- 
a t i n g  temperature. The r a t e s  were higher a t  the  hot cracks (perhaps by a f a c t o r  
of 100). 
cracks,  t h e  emission could s t i l l  emanate from neighboring zones of unused oxide 
f o r  long periods of time. Even though cathode sput te r ing  erosion cannot be 
accurately calculated,  estimates ind ica t e  a surplus  of oxide mater ia l  f o r  a 
104-hour l ifetime with a 1-centimeter-diameter brush cathode. Visual inspect ion 
ind ica tes  an abundance of emissive material  on all the  brush cathodes, even when 
they began an increasing hea ter  power. A lack  of emissive mater ia l  does not 
seem t o  be t h e  problem. 
I f ,  however, t h e  oxide were evaporated from t h e  v i c i n i t y  of t h e  
One p o s s i b i l i t y  t o  account f o r  t h e  gradual increase i n  hea ter  power i s  t h a t  
t h e  oxide remaining on t h e  cathode becomes less ava i lab le  f o r  emission of elec- 
trons.  A poss ib le  mechanism i s  t h a t  mater ia l  sput tered off the d i s t r i b u t o r  and 
screen w a s  recondensing on t h e  cathode and increasing t h e  l o c a l  surface work 
function. 
mercury ions s t r i k i n g  the  d i s t r i b u t o r  would spu t t e r  enough mass t o  coat t he  
cathode with a monolayer i n  10 hours. 
they a r e  cleaned off  by evaporation and i o n  bombardment i f  surface absorption 
energy f o r  t h i n  l aye r s  i s  grea te r  than the  normal energy required f o r  evapora- 
t ion .  Colder cathode areas would be  expected t o  bui ld  up a th i cke r  condensed 
layer ;  hence, t h e  oxides under t h i s  l aye r  would become l e s s  available.  
A calculat ion ind ica tes  t h a t  3x10-3 ampere per  square centimeter of 
These monolayers may bui ld  up f a s t e r  than 
CONCLUDING REMARKS 
A new type oxide-coated cathode, i n  the form of a tantalum wire brush, has 
undergone preliminary t e s t i n g  i n  electron-bombardment ion thrus tors .  
quan t i t i e s  of oxide have been incorporated i n t o  t h e  construction of t h e  brush 
cathode t h a t  t h e  lo s ses  due t o  ion-bombardment sput te r ing  appear t o  be s m a l l ,  
and those due t o  normal evaporation are almost ce r t a in  t o  be negl igible .  Low- 
vol tage a r c  damage a l s o  seems t o  have been eliminated as a cathode destruct ion 
Suf f i c i en t  
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mechanism. At this time, the probable failure modes and ultimate lifetimes have 
not been determined. Nevertheless, the first tests with brush cathodes habe * 
achieved encouragingly long operating lifetimes in the range of 1250 to 3900 
hours. 
Lewis Research Center, 
National Aeronautics and Space Administration, 
Cleveland, Ohio, April 27, 1965. 
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TABLE I. - SPECIFICATIONS OF BRUSH CATHODES 
Mater ia l  
Thrustor 
diam- 
e t e r ,  
cm 
D i a m -  Number of 
e t e r ,  b r i s t l e s /  
cm sq cm 
5 
7.5 
20 
Tungsten 
Tantalum 
Tantalum 
Brush 
0.005 450 
.008 400 
.008 400 
0.5 1.2 
1.0 5.0 
4.0 
25 
34 
60 
None 
0.16 
30 
None 
3903 
1250 
1.0 I 10.0 
5.0 
15 
25 
100 
0.30 
0.34 
3900 
-1100 
1250 
--- 
Twisted (center )  wires 
e t e r ,  
Tantalum .05C 
Tantalum .05C 
Number 
of 
strands 
Br is t le  wires 
! I 
TABLE 11. - AVERAGE THRUSTOR OR DISCHARGE OPERATING 
PARAMETERS FOR BRUSH CATHODE TESTS 
Cathode surface area,  sq cm 
Discharge voltage, V 
Cathode emission, A 
Magnetic f i e l d ,  G 
Screen 
Dis t r ibu tor  
Cathode heating power, W 
Cathode temperature, OK 
Ion beam current,  A 
Mercury flow rate, A 
Anode voltage, V 
Accelerator voltage, V 
Length of t e s t ,  h r  
5 
1.9 
35 
0.2 
27 
60 
15 
1300 
0.017 
0.034 
4000 
- 1000 
1553 
Thrustor s i z e  
(anode d i m .  ) , 
15.7 31.4 
"See f i g .  3 for cathode heating power d e t a i l s .  
9 
C - 74600 
Figure 1. - Tantalum brush cathode half-coated with Radio Mix 
No. 3 powder. 
10 
Insulator r0.5 cm 
/ \ 
t 
Cathode configuration 
(a) 5-Centimeter-diameter thrustor. 
I 1 
(b) 7.5-Centimeter-diameter 
simulated thrustor. 
I I  
I I  
II 
I I  
II 20 
I I  
II 
I I  
II 
cm 
I I  
I 1  
I I  
(c) 20-Centimeter-diameter thrustor. 
diam. 
Figure 2. - Diagrams of discharge chambers. (See table I f o r  
cathode dimensions. ) 
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